
LED - Light of Future - Now is already the future ! 

SUN-GROUPE SARL 
2087 Cornaux NE 

Switzerland 



 ������������� ��������	
����
�������	
����
�������	
����
�������	
����
��� ������������������������������������������������������������������������������������������������������������������������������������������������������ ��������������������������������������������������������������������������������������������������������� � �� �� ���

��   Sun-Groupe SARL, 2087 Cornaux NE, Switzerland �  Téléphone : 0041 786 08 46 15  �  Fax : 0041 327 57 17 11 
Site :  www.sun-groupe.com �  Email : led@sun-groupe.com 

Reference Color 
Size 
[mm] 

Led 
Quantity 

AC Work 
Voltage [V] 

Working  
Frequency 

[Hz] 
LED Power 

[W] 

Lighting 
Equivalence 

[W] 
H=3m / 2m 

Lux [lx] 
Lumen 
[Lm] 

01-LT81500WW375-01 Warm White 1500 375 120 ± 15 % 
220 ± 15 % 

50-60 21 40-60 180 / 330 2250-2625 

01-LT8600W150-01 White 600 150 120 ± 15 % 
220 ± 15 % 

50-60 10 20-30 88 / 160 900-1050 

01-LT81200W300-01 White 1200 300 120 ± 15 % 
220 ± 15 % 

50-60 18 30-40 140 / 260 1800-2100 

Reference Color 
Size 
[mm] 

Led 
Quantity 

AC Work 
Voltage [V] 

LED lumen 
[Lm] 

Power 
[W] 

Lighting 
Equivalence 

[W] 
H=3m / 2m 

Lux [lx] 
Input Current 

[mA] 

01-LG600600W32-01 White 600x600 32 120-275 2560-2720 32 80 90 / 196 266-116 

01-LG1200600W48-01 White 1200x600 48 120-275 3840-4080 48 160 116 / 297 400-175 

ENERGY SAVING LAMPS - Tubes 

ENERGY SAVING LAMPS - Grid 



Reference Color 

Wave length [nm] /  
Color Temperature 

[K] 

21 LED  

Lumen 
[Lm] 

Lux 
[lx] 

Power 
[W] 

Lighting Equivalence 
[W] 

01-GU10-R-01 Red 610-630 6-10 35-45 1.2-1.6 20-30 

01-GU10-Y-01 Yellow 590-595 6-10 35-45 1.2-1.6 20-30 

01-GU10-B-01 Blue 465-470 7-11 90-110 1.4-1.8 20-30 

01-GU10-G-01 Green 515-520 20-25 130-200 1.4-1.8 20-30 

01-GU10-WW-01 Warm White 2700K-5000K 23-33 170-210 1.4-1.8 20-30 

01-GU10-PW-01 Pure White 5000K-7000K 25-35 180-220 1.4-1.8 20-30 

01-GU10-CW-01 Cold White 7000K-9000K 26-36 200-250 1.4-1.8 20-30 

GU10 LED SPOT LIGHTS 

Reference Color 

Wave length [nm] /  
Color Temperature 

[K] 

21 LED  

Lumen 
[Lm] 

Lux 1m/0.5m 
[lx] 

Power 
[W] 

Lighting Equivalence 
[W] 

01-GU10NT-WW-01 Warm White 3000K±200K 90-135 172-245 < 4.0 45-55 

01-GU10NT-DL-01 Day Light 6000K±500K 120-165 302-445 < 4.0 45-55 

GU10 LED SPOT LIGHTS - NEW TECHNOLOGY 

Line Drawing Application 50.5 ± 0.2 

60.0 ± 0.5 

Features: 

· Flicker free use with electronic driver. 

· Constant lamp current to extend lifetime. 

· Extreme 50’000 hours life. 

· Halogen Gu10 form factor. 

· No UV or IR radiation. 

· Full range of colors. 

· Low heat emission. 

Applications: 
Very usefull for heat sensitive applications, 
such as museums, shops and display lighting. 
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Reference Color 

Wave length [nm] /  
Color Temperature 

[K] 

21 LED  

Lumen 
[Lm] 

Lux 1m/0.5m 
[lx] 

Power 
[W] 

Lighting Equivalence 
[W] 

01-E27NT-WW-01 Warm White 3000K±200K 90-135 172-245 < 4.0 45-55 

01-E27NT-DL-01 Day Light 6000K±500K 120-165 302-445 < 4.0 45-55 

E27 LED SPOT LIGHTS - NEW TECHNOLOGY 

Reference Color 

Wave length [nm] /  
Color Temperature 

[K] 

21 LED  

Lumen 
[Lm] 

Lux 
[lx] 

Power 
[W] 

Lighting Equivalence 
[W] 

01-E27-R-01 Red 610-630 6-10 35-45 1.2-1.6 20-30 

01-E27-Y-01 Yellow 590-595 6-10 35-45 1.2-1.6 20-30 

01-E27-B-01 Blue 465-470 7-11 90-110 1.4-1.8 20-30 

01-E27-G-01 Green 515-520 20-25 130-200 1.4-1.8 20-30 

01-E27-WW-01 Warm White 2700K-5000K 23-33 170-210 1.4-1.8 20-30 

01-E27-PW-01 Pure White 5000K-7000K 25-35 180-220 1.4-1.8 20-30 

01-E27-CW-01 Cold White 7000K-9000K 26-36 200-250 1.4-1.8 20-30 

E27 LED SPOT LIGHTS 

Line Drawing 

Line Drawing Application 

Application 50.5 ± 0.2 

63.0 ± 0.5 

Features: 

· Flicker free use with electronic driver. 

· Constant lamp current to extend lifetime. 

· Extreme 50’000 hours life. 

· Halogen JDR form factor. 

· No UV or IR radiation. 

· Full range of colors. 

· Low heat emission. 

Applications: 
Very usefull for heat sensitive applications, 
such as museums, shops and display lighting. 
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Reference Color 

Wave length [nm] /  
Color Temperature 

[K] 

 

Lumen 
[Lm] 

Lux 
[lx] 

Power 
[W] 

Lighting Equivalence 
[W] 

01-MR16-R-01 Red 620-625 8-12 55-65 1.2-1.6 20-30 

01-MR16-Y-01 Yellow 585-590 8-12 55-65 1.2-1.6 20-30 

01-MR16-B-01 Blue 465-470 7-11 110-130 1.2-1.6 20-30 

01-MR16-G-01 Green 520-525 22-27 190-230 1.2-1.6 20-30 

01-MR16-WW-01 Warm White 2700K-5000K 23-33 190-230 1.2-1.6 20-30 

01-MR16-PW-01 Pure White 5000K-7000K 27-37 200-240 1.2-1.6 20-30 

01-MR16-CW-01 Cold White 7000K-9000K 28-38 220-270 1.2-1.6 20-30 

21 LED  

MR16 LED SPOT LIGHTS 

Line Drawing Application 

Reference Color 

Wave length [nm] /  
Color Temperature 

[K] 

 

Lumen 
[Lm] 

Lux 1m/0.5m 
[lx] 

Power 
[W] 

Lighting Equivalence 
[W] 

01-MR16NT-WW-01 Warm White 3000K±200K 90-135 172-245 < 4.0 45-55 

01-MR16NT-DL-01 Day Light 6000K±500K 120-165 302-445 < 4.0 45-55 

21 LED  

MR16 LED SPOT LIGHTS - NEW TECHNOLOGY 

Line Drawing Application 50.5 ± 0.2 

51.0 ± 0.5 

Features: 

· Flicker free use with electronic driver. 

· Constant lamp current to extend lifetime. 

· Extreme 50’000 hours life. 

· Halogen JDR form factor. 

· No UV or IR radiation. 

· Full range of colors. 

· Low heat emission. 

Applications: 
Very usefull for heat sensitive applications, 
such as museums, shops and display lighting. 
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Reference Color 
View 

Angle [°] 
DC Work 

Voltage [V] 
Work Current 

[mA] 
Power 

[W] 

Wave length [nm] /  
Color Temperature 

[K] 
Lumen 
[Lm] 

01-LSWP-SMD352860-R-01 Red 120 12 340 - 380 4.08 - 4.56 625-630 60 - 90 

01-LSWP-SMD352860-Y-01 Yellow 120 12 340 - 380 4.08 - 4.56 590-595 60 - 90 

01-LSWP-SMD352860-B-01 Blue 120 12 340 - 380 4.08 - 4.56 465-470 60 - 90 

01-LSWP-SMD352860-G-01 Green 120 12 340 - 380 4.08 - 4.56 515-520 150 - 180 

01-LSWP-SMD352860-W-01 White 120 12 340 - 380 4.08 - 4.56 2500 - 9000K 240 - 300 

3528 SMD LED Strip (Waterproof) 

LED Type         : 3528 SMD 
Quantity            : 60 PCE 
PCB                  : FPCB 
Packing             : 5 meters / reel 
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Reference Color 
View 

Angle [°] 
DC Work 

Voltage [V] 
Work Current 

[mA] 
Power 

[W] 
Color Temperature 

[K] 
Lumen 
[Lm] 

01-LSWP-SW33560-W-01 White 120 12 340-380 4.08-4.56 6000K 150-180 

5050 SMD LED Strip (Waterproof) 

LED Type         : 5050SMD 
Quantity            : 60 PCE 
PCB                  : FPCB 
Packing             : 5 meters / reel 

Dimensions       : 50mm * 12mm 
Packing             : 5 meters / reel 
Application        : Car tuning 

Total LED         : 300 
Cuttable           : every 3 LED 
Comments       : 3M tape on the back 
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5060 RGB LED flexible strips (HIGH BRIGHNESS) - Wat erproof IP66 

Reference Color 
View 

Angle [°] 
DC Work 

Voltage [V] 
Work Current 

[mA] 
LED 

Quantity LED Type 

01-LSWP66-5060-RGB-01 RGB 120 12 / 24 1020-1140 60 PCE 5060 SMD 

Dimensions       : 1000mm * 12mm 
Packing             : 5 meters / reel 
Applications      : path and contour marking 
                          : legend backlighting 
                         : illuminated signs 
                         : mood and special lights 

Total LED          : 300 
Cuttable            : every 3 LED 
Comments        : 3M tape on the back 

Parameter Symbol Absoute  
Maximum Rating 

Unit 

Forward Current IF 600 mA 

Power Dissipation PD 14.4 W 

Electrostatic Discharge ESD 800 V 

Operating Temperature Topr -25 -> +60 °C 

Storage Temperature Tstg -40 -> +80 °C 

Color LED 
Quantity 

LED Work 
Current [mA] 

Wave 
Length [nm] 

Luminous 
Flux [Lm] 

Red 

60 

340-380 625-630 270-320 

Blue 340-380 465-470 270-320 

Green 340-380 515-520 270-320 

Notes : Tolerance of measurement of luminous intensity ± 15% 

Absoute Maximum Rating at TA=25°C Electrical / Optical Characteristics at TA=25°C 
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Level Object Protected Against Effective against 

0 - No protection against contact and ingress of objects 

1 > 50 mm Any large surface of the body, such as the back of a hand, but no protection against deliberate contact with a body 
part 

2 > 12.5 mm Fingers or similar objects 

3 > 2.5 mm Tools, thick wires, etc. 

4 > 1 mm Most wires, screws, etc. 

5 dust protected Ingress of dust is not entirely prevented, but it must not enter in sufficient quantity to interfere with the satisfactory 
operation of the equipment; complete protection against contact 

6 dust tight No ingress of dust; complete protection against contact 

Level Object Protected Against Effective against 

0 not protected No protection against contact and ingress of objects 

1 dripping water Dripping water (vertically falling drops) shall have no harmful effect. 

2 dripping water when tilted 
up to 15° 

Vertically dripping water shall have no harmful effect when the enclosure is tilted at an angle up to 15° from its normal 
position. 

3 spraying water Water falling as a spray at any angle up to 60° fro m the vertical shall have no harmful effect. 

4 splashing water Water splashing against the enclosure from any direction shall have no harmful effect. 

5 water jets Water projected by a nozzle against enclosure from any direction shall have no harmful effects. 

6 powerful water jets Water projected in powerful jets against the enclosure from any direction shall have no harmful effects. 

7 immersion up to 1 m Ingress of water in harmful quantity shall not be possible when the enclosure is immersed in water under defined 
conditions of pressure and time (up to 1 m of submersion). 

8 immersion beyond 1 m The equipment is suitable for continuous immersion in water under conditions which shall be specified by the manu-
facturer. 
 
NOTE: Normally, this will mean that the equipment is hermetically sealed. However, with certain types of equipment, 
it can mean that water can enter but only in such a manner that produces no harmful effects. 
 

IP Waterproof Code - Explanation 

First Digit 

Second  Digit 
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Wiring Diagrams for connecting LED Strips 

70m RGB (60LEDS) Wiring Diagram 

500m RGB (60LEDS) Wiring Diagram 
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Reference 
Size 
[mm] 

Weight 
[g] 

AC input 
voltage 

range [V] 
Max output 
Power [W] 

Output 
Voltage [V] 

Max Output 
Current [A] Cables used 

01-PS-15W-01 160*25.5*26.5 170 110-250 15 12 ± 0.5 1.2 Input:H03VV-F 3G*0.75mm VDE
(200mm) 

Output:H03VV-F 2*0.75mm VDE
(200mm) 

01-PS-18W-01 201*25.5*26.5 246 110-250 18 12 ± 0.5 1.5 Input:H03VV-F 3G*0.75mm VDE
(200mm) 

Output:H03VV-F 2*0.75mm VDE
(200mm) 

01-PS-30W-01 217.5*28.5*20 250 110-250 30 12 ± 0.5 2.5 Input:H03VV-F 3G*0.75mm VDE
(200mm) 

Output:H03VV-F 2*0.75mm VDE
(200mm) 

01-PS-40W-01 235*40*20 408 110-250 40 12 ± 0.5 3.5 Input:H03VV-F 3G*0.75mm VDE
(200mm) 

Output:H03VV-F 2*0.75mm VDE
(200mm) 

01-PS-60W-01 180*68*53 850 110-250 60 12 ± 0.5 5 Input:H03VV-F 3G*0.75mm VDE
(200mm) 

Output:H03VV-F 2*0.75mm VDE
(2*200mm) 

01-PS-100W-01 240*69*44 1200 110-250 100 12 ± 0.5 8 Input:H03VV-F 3G*0.75mm VDE
(1*500mm) 

Output:H03VV-F 2*0.75mm VDE
(3*300mm) 

01-PS-150W-01 235*126.5*65 2350 110-250 150 12 ± 0.5 12.5 Input:H03VV-F 3G*0.75mm VDE
(1*500mm) 

Output:H03VV-F 2*0.75mm VDE
(4*300mm) 

Power Supply for LED Strips 

Housing material           : aluminium 

01-PS-15W-01 01-PS-18W-01 01-PS-30W-01 01-PS-40W-01 01-PS-60W-01 01-PS-100W-01 01-PS-150W-01 
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Reference 
Size 
[mm] 

Weight 
[g] 

DC input 
voltage 

range [V] 
Max output 
Power [W] 

DC Output 
Voltage [V] 

Max Output 
Current [A] Description 

01-C-RGB-144W16A-01 95*67*26 265 12 / 24 144 12 / 24 16 RGB Control 

01-MC-RGB-144W6A-01 89*70*28 140 12 / 24 144 12 / 24 4-6 Multi-function RGB controller 

01-C-RGB-144W16A-02 90*70*28 140 12 / 24 144 12 / 24 16 RGB Control 

01-C-RGB-144W16A-03 50*50*45 75 12 / 24 144 12 / 24 16 RGB Control 

Controller for LED Strips or LED Bars 

01-C-RGB-144W16A-01 01-MC-RGB-144W6A-01 01-C-RGB-144W16A-02 01-C-RGB-144W16A-03 

Reference 
Size 
[mm] 

Weight 
[g] 

DC input 
voltage 

range [V] 
Max output 
Power [W] 

DC Output 
Voltage [V] 

Max Output 
Current [A] Description 

01-A-144W12A-01 112*62*25 130 12 / 24 144 12 / 24 12 RGB Control 

01-A-144W12A-02 114*65*25 135 12 / 24 144 12 / 24 12 Multi-function RGB controller 

LED RGB Amplifier ( have to be matched with LED con troller ) 

01-A-144W12A-01 01-A-144W12A-02 
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Reference 
Size 
[mm] 

Weight 
[g] 

DC input 
voltage 

range [V] 
Max output 
Power [W] 

DC Output 
Voltage [V] 

Max Output 
Current [A] Description 

01-C-DMX512-01 116*80*47 500 12 / 24 360 12 / 24 15 DMX512 Controller with Remote 

01-C-PX-01 175*45*35 300 12 / 24 360 12 / 24 15 RGB DMX Controller 

Controller for LED Strips or LED Bars 

01-C-DMX512-01 01-C-PX-01   

Reference 
Size 
[mm] 

Weight 
[g] 

DC input 
voltage 

range [V] 
Max output 
Power [W] 

DC Output 
Voltage [V] 

Max Output 
Current [A] Description 

01-LD-RS-01 100*65*45 100 12-24 96 / 192 12 * 24 8-10 Dimmer with rotary switch 

01-LD-IFR-01 110*56*34 100 12-24 96 / 192 12 * 24 4-6 Dimmer with IF remote 

LED Dimmer for single-color LED strips or LED rigid  bar 

01-LD-RS-01 01-LD-IFR-01   
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Between 0.5 kg and 21 kg First 0.5kg = 24.09 USD 
+ 0.5kg = 6.03 USD / 0.5kg 
 
Example : 2kg 
 
0.5     +0.5   +0.5    +0.5   = 2.0 kg 
24.09 +6.03 +6.03  +6.03 = 42.18 USD 

Between 21 kg and 30 kg 7.50 USD / kg 

Transport and Packing 

Transport 

Packing (Examples) 

Tubes T8 LED Strips reels 

Lamps 
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